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T5 FLUORESCENT HIGHBAY HLB Series 

Model No      Wattage   Type    Ambient Rating 
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· HLB628T5SO   6/28W    Specular Reflector         48ºC 

· HLB654T5SO   6/54W   Specular Reflector         50ºC 

· HLB628T5PO   6/28W   White Reflector          48ºC 

· HLB654T5PO   6/54W   White Reflector          50ºC 

· HLB2-428T5SO  2/28W + 4/28W   Specular Reflector         48ºC 

· HLB2-454T5SO  2/54W + 4/54W  Specular Reflector         50ºC 

· HLB2-428T5PO  2/28W + 4/28W   White Reflector          48ºC 

· HLB2-454T5PO  2/54W + 4/54W  White Reflector          50ºC 
 
 

FEATURES          APPLICATION          OPTIONS 

Highbay 

· Energy saving up to 50% 

· Reduced maintenance costs 

· Instant Restrike 

· 3 year warranty 

· Longer life lamp - 36,000 hrs* 

· Enhanced colour rendering 

· Better light quality 

· Eliminates eye strain 

· High Frequency 

· No stroboscopic flickering 

· Quiet operation 

· Low thermal dissipation 

· 2.5 Metre Flex and Plug 

· 28W  ta48ºC 

· 54W ta50ºC industrial Ballast only 
  

· Green Star 
· Machine shops 
· Industrial Work places 
· Printing industry 
· Work shops 
· Warehouse and Storage 
· Passively Controlled warehouses 
· Indoor sports hall  
· Big box operations 
· Security above cash registers (brown out) 
· Distribution Centres 
· Retail open plan shopping centres  

· Dimmable 
· Multiple switching configurations.  
· Optional DALI integration  
· Passively Controlled  
· White Reflector Low bay distribution 
· Compatible with most Building Management 

Systems  
 

Manufactured under ISO 9002 to standards AS/NZS 60598.1   
AS/NZS 60598.2.1 
AS/NZS CISPR 15 
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AUSTRALIA 

HEAD OFFICE: Tel: (07) 37128988 Fax: (07) 32728988 
SALES OFFICES (all states): Tel: 1300851001 
E-Mail: australia@davislighting.com 
Visit our website for more ECOsmart products:  www.davislighting.com 

Note:  
* Base on manufactures date for 12 hour switching cycle. 
The information contained in this publication is typical and must not be interpreted as a guarantee of individual product performance.  

Dimensions 


